
Audio Test Solutions
MTP120A Turnkey System



Audio Test System

Audio Tester PC  
(Auto Test Program)

RF & Audio
Shield Box 

Audio Fixture  
(with SPK, MIC)

H/W & S/W
Total Test Solution

MTP120A Tester (Bluetooth Audio Tester)
Audio & RF Shield Box

Audio absorber for sound isolation
Antivibration gel design

Audio Test Fixture & RF Antenna,
Customized Fixture for DUT Loading/Unloading

Internal GUI or Customized Auto Test S/W
Easy remote control with built in internal Graphical User Interface (GUI).
Customized Auto test S/W Tester, Shield Box & DUT control, PASS/FAIL indication, test report storage.



MTP120A Bluetooth Audio Tester Key Features

2CH Audio Generator & Analyzer: General or BT

Functions Test Items MTP120A

BT Connection BT Pairing 2ch (2ea x BT Dongle)

Profiles SPP/A2DP/HFP/AVRC
P

Speaker Test Frequency Response O

THD, SNR, Level O

Rub & Buzz TBD

L/R Balance TBD

Polarity TBD

MIC Test Frequency Response O

THD, SNR, Level O

Function Test BT Device name, battery level, MAC 
Address, Volume, RSSI…

O

BT RF Power (RSSI) O



Bluetooth Audio Test Setup

(Bluetooth) Audio Test Items
DUT Speaker Test : L / R

Frequency Response

Level, THD, SNR, SINAD

DUT MIC Test
Frequency Response

Level, THD, SNR, SINAD

Test Setup
Tester : MTP120A BT Audio Tester

Audio Chamber : TC-5830APU

EAR Coupler & Speaker Fixture



Audio & RF Shield Box Features

TC-5830XX

• Reliable High RF Shielding up to 12 GHz
• High Performance RF & Audio Multi-Absorber
• Antivibration gel design
• Customizable Data connections :  EMI filters on all Data ports
• Easy Opening/Closing of Door

RF & Audio Absorber

Antivibration gel

Audio Interface Panel



Audio & RF Shield Box Line-up

Specification TC-5830AU / APU TC-5820AU / APU TC-5840AU / APU TC-5810A
Outside Dimensions 420 (W) x 432 (D) x 305 (H) mm: lid 

closed, 460 (H) mm: lid open
417  (W) x 601  (D) x 332 (H) mm: lid 
closed, 623 (H) mm: lid open

562(W) x 653(D) x 457(H) mm, lid 
closed. 715 mm, lid open.

Closing: W:690mm * D:856mm * H:768mm
Opening: W:1035mm * D:1166mm * 
H:1180mm

Inside Dimensions 332 (W) x 312 (D) x 161 (H) mm 256  (W) x 395 (D) x 198 (H) mm 445(W) x 450(D) x 336(H) mm, 208(D) W:445mm * D:547mm * H:445mm

Net Weight 15 Kg 22 Kg 40 Kg 90 Kg

Operation Manual / Pneumatic Manual / Pneumatic Manual / Pneumatic Manual

Sound Isolation 315 ~ 800Hz >15 dB
800 Hz ~ 2.5kHz > 20 dB
2.5 kHz ~ 10 kHz > 30 dB

200 ~ 400Hz >15 dB
400 Hz ~ 2kHz > 25 dB
2 kHz ~ 10 kHz > 30 dB

TBD >20dB at 100Hz, >20dB at 200Hz, 
>30 at 500Hz, 
>40dB at 1kHz, >50dB at 5kHz

Application Manufacturing Manufacturing Manufacturing & R&D R&D

TC-5830AU TC-5820AU TC-5840AU TC-5810A

Size, Weight, Spec, Price



Audio Shield Box & Rack System 

Rack

Audio Tester

PC

Rack



Audio Test Fixture & Accessories

SpeakerEar Coupler & Microphone
Audio Test Fixture


